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1, Tho Sofia=Mozdra (Ni3=09, E23-L0)-Vratsa-Boychinovtsi (NL3-29, E23-19)- Dolno 25X1
Cherovens (NU3-26; ‘E23~1ly) - Brusartsi (N43-LO; E23-0L) - Vidin railway line
is a single-track, standard gauge (143 em.); steam-operated lins, Travel timo
on this linc is approximately eight hours, The Sofia - Vidin line includes 10
bridges in the Sofia. -.Mezdre section, which is' also considered part of the
Sofia - Stalin line, and four bridges in the Mozdra - Vidin scction, Thers 25X1
are no tunnels on this lins, : '

2, Tho four bridges on ths Mozdra = Vidin scction arc as followss

8. Bridge crossing ths Ogosts River, approximstely 1.5 kilemotors north of 25X1
the Boychinovisi railway statiom, has the followirg characteristicss

(1) Typo: Metal, girder-typo, twin-span, each 18 metors in longth;
(2) Abutments and piles:s ‘Stone’ masonrys ‘

(3) Longth: Approximately L2 moterss , : ~

(L) Widths Bight meters; , Ce oL 25X1
(5) Hoight ebovo river beds Five motors; ‘ o

(6) Servigo paths: - 1,5 meters wids, ope on each ‘side; paved in woodg

(7) Side wallss Metaly-with reilingss SRR N

(8) Capacity: 2500 ¥dlograms per square metors. -

(9). Support: "Bqualizing-bed types = = ¢

(10) Currents Slow; N

(11) High water mark: 2,5 meters; ' o

(12) Low water mark: 60-70 cm.§ apd . T S 25X1
(13) Slope of river banks: 50 degroess |

b, Bridge crossing tho Tsibritsa River, approximately 15 lilometers from
Brusartsi, in the direction of Boychinovtsi, has tho following charac-
teristicss

(1) Types Metal, girder-type, twin-span, each 1l meters in length;

(2) Abutments and piless Stone masonxys
(3) Lengths Approximately throe moters;
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) Widths Eight meters;

) Height above river bed: Six meters; ‘

) Service paths: One on each side, 1.5 meters wide, paved in wood;
) Side walls: Metal, with railings;

) Capacity: 2500 kilograms per square meter;

) Support: Equalizing-bed type;

(10) Currents Swift;

(11) High water marks 1.5 meters;

(12) Low water mark: 4O cm.; and

(13) Slope of river banks: 50 degrees.

Co Bridge crossing the Archar River, approximately 1.2 kilometers south of
the Aleksandrovo railway station (Ni3-i5, E22-Ll), has the following
characteristicss

(1) Type: Metal, girder-type, twin-span, each 20 meters in length;
2) Abutments and piles: Stone masonry;
g Length: Approximately LS - 48 meters;
Width: Eight meters;
) Height above river bed: Seven meters;
) Service paths; One on each side, 1.5 meters wids, paved in wood;
) Side walls: Metal, with railings;
) Capacity: 2500 kilograms per square meter;
) Support: Equalizing bed type;
10) Current: Slow;
(11) High water marks k 2-2,5 meters;
(12) Low water marks 60 cm.; and
(13) Slope of river banks: 50 degrees.
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ds Bridge crossing the Slans Bara (possibly Bukovska) River, approximately
1,7 = 2 kilomsters north of Vidbol (Ni3«55, E22-50), has ths following
characteristicss

(1) Type: Reinforced concrete, 6=7 span;
(2) Abutments and piles: Stone masonry;
3) Length: Approximately 80-100 meters;
L) widths Eight meters;
Height above river bed: 3,5 meters;
Service paths: One on each side, 1,5 meters wids, paved in wood;
) Side walls: Metal, with railings;
; Capacity: Unknownj
Support: Equalizing bed type;
(10) Currents Slow;
(11) High water mark: One meter;
(12) Low water marks Nearly no water; and
(13) Slope of river banks: 50 degrees.
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